
SPECIFICATION AND KEY FEATURES
• Compliant	to	British	Standard	BS	8567:	2012.
• Fire	retardant	to	BS	476,	Part.	7,	1997,	Class	2.
• Complies	to	ESI	standard	12-3	April,	1986.
• Constructed	from	GRP	–	Glass	Reinforced	Plastic.
• Suitable	for	all	meters	including	prepay	and
smart.

• Will	not	corrode,	weather	resistant.
• Easily	cleaned	and	can	be	painted.
• Cable	entry	position	via	hockey	stick	(not
supplied)	Multiple	cable	knock	out	positions.

• Complete	with	timber	backboard,	hinges,	lock
and	key.

• Hinges	on	right.

Electric meter box 
(large 3 phase surface 
mounted)
STOCK CODE: MB-3P-S

INSTALLATION
This	meter	box	should	be	installed	by	a	qualified	
electrician.

OPTIONAL EXTRAS
Spare	key	(MB-KEY).
Hockey	stick	38mm	–White	(H-STICK-W).
Spare	door	(DOOR-MB-R-MB-S)

DIMENSIONS 
794mm	high	x	565mm	wide	x	190mm	deep.		
Internal	dimensions	at	rear	are	690mm	x	465mm*	
Door	opening	from	left	to	right.
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